
INDOOR RUBBER TILE SERIES 
INSTALLATION GUIDE

PREVIOUS CONSIDERATIONS

-

personnel.

BEKA RUBBER SBR TILES are manufactured from recycled materials and slight variance  in  shade  and  
color chip dispersion is  normal. It  is the  installer’s  responsibility to  inspect  all  products to ensure the  
correct  style,  thickness, color and spot any visual  defects  before  beginning  the  installation.  Any  dis- 
crepancies must be reported immediately before beginning installation.

BEFORE INSTALLATION
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SUBFLOOR PREPARATION 

a. WARNING

Do not use solvents.
Gypsum based patching and leveling compounds are  not  

acceptable.

-

e. 

SUBFLOOR FOR INDOOR RUBBER TILES

Flat Concrete

-

-

WARNING

 
Ceramic Tile
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Flat Hardwood

 

Carpet

Rooftops & Outdoor Surfaces (Grass, Dirt, Rock, Etc.)

RUBBER TILES FOR OUTDOOR

INSTALLING INDOOR RUBBER TILES
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Note: The open time of adhesive is affected by temperature and humidity. High temperatures and high 
humidity will cause the adhesive to set quickly. Low temperatures and low humidity will cause adhesive 
to cure at a slower rate. The installer should monitor on-site conditions and adjust open time accordingly. 

NOTE: Never leave adhesive ridges or puddles. These will telegraph through the 

dampened with water to remove the mineral spirits. Use mineral spirits sparingly. Saturating the 
rubber with mineral spirits may cause the adhesive to be pushed too deeply into the pores of the rubber.

-
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CHOOSING THE RIGHT INSTALLATION

SYMMETRICAL LAYOUT

ASYMMETRICAL LAYOUT
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